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Description  
�������� �!!"#�$%!�&'()&*�+"#�$&!!�
X, Y & Z axes are equipped with backlash free drives, infinitely variable by DC motors, driving through 
re-circulating ballscrews. 
Built in rotary work table together with swivel type milling head and combined milling & boring slide 
allows for ideal 5 face machining of components to be achieved in one set-up resulting in high 
component accuracies and time saving. 
�
Specification  
Axes traverse   X axis = 1000mm, Y axis = 600mm, Z axis = 550mm 
Spindle speeds 45-3550 RPM    Spindle taper ISO 40 
Heidenhain TNC 150 controlling X, Y & Z axes (control can be updated if required) 
Full surround guarding if required. 
Viewing by Appointment only - For Further information please contact us. 
 
Price £ POA 
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Boko F63/100 6 CNC axes machine (similar to above) currently being re-engineered at 
our Nutech Machinery works. Control can be either Heidenhain, Siemens or Fanuc. 
New electrical panel including  new axes drives and new switchgear etc.  
Toolchanger optional 
 
Refurbished BOKO F63/100  Technical data 
 
Longitudinal travel of table (X axis)  2400mm 
Traverse travel of table (Y axis)   1200mm 
Circular travel of table (C axis)   0-360  degrees 
Vertical travel of milling head (Z axis)  1400mm 
Stroke of milling slide (W axis)   300mm 
Milling head swivel to both sides (B axis)  +/- 90 degrees 
Throat of milling slide    1230mm 
Maximum workpiece height   1500mm 
Maximum load on table    5 tons 
Total weight of machine    18 tons 
Rapid traverse of  X, Y & Z   7500mm per minute 
Spindle speeds        22.4 - 3150  RPM 
Spindle taper      ISO 50 
Tool retention     Automatic 
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